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PREFACE

The Engineering Design Handbook Series of the US Army Materiel
Command is a coordinated group of handbooks containing basic information
and fundamental data useful in the design and development of Army
materiel and systems. The handbooks are prepared for the special use of the
design engineers and scientific personnel in the Government and industry
engaged in the design, development, and upgrading of Army equipment,
materiel, components, and techniques.

The present handbook is the first in a series dealing with the technology
of plastics. The series will include groups of handbooks on materals,
fabrication, and design. This handbook is in the fabrication group. The three
handbooks to follow will cover short-fiber reinforced molding compounds,
both thermoset and thermoplastic, and joining of resin-bonded advanced
composites.

The text of this handbook was prepared by Mrs. Joan Titus of the Plastics
Technical Evaluation Center (PLASTEC), the Defense Department’s
specialized information center on plastics located at Picatinny Arsenal,
Dover, New Jersey.

The Engineering Design Handbooks fall into two basic categories those
approved for release and sale, and those classified for security reasons. The
US Army Materiel Command policy is to release these Engineering Design
Handbooks in accordance with current DOD Directive 7230.7, dated 18
September 1973. All unclassified Handbooks can be obtained from the
National Technical Information Service (NTIS). Procedures for acquiring
these Handbooks follow:

a. All Department of Army activities having need for the Handbooks
must submit their request on an official requisition form (DA Form 17,
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CHAPTER 1

INTRODUCTION

1-1 DEFINITION

Rotational molding, rotomolding, or roto-
casting is a production process to form hollow
parts of limitless size wherein liquid or pow-
dered thermoplastic resins—and to a limited
extent thermosetting materials—are charged
into a split mold. The mold is then rotated
continuously in a biaxial mode, in a high-
temperature environment to above the resin
melt temperature. When the plastic material
has covered the inside of the mold and
densified, the mold assembly while still rotat-
ing is cooled to room temperature. The
rotation is stopped and the part removed.

1-2 BACKGROUND

Rotational molding is not a new processing
technique, having had a place in industry
since the 1940’s. The materials prior to 1961
were limited to vinyl plastisols in liquid form
and were used primarily in the manufacture
of novelties and decorative items such as
artificial fruits, mannequins, children’s toys,
and hollow display items.

What is new in rotational molding in recent
years relates not to plastisols but to powdered
resins of about 35 mesh which have triggered
improvements in equipment design and the
overall technology, making this technique
among the major plastics processing methods
of today. Therefore, this handbook will be
devoted to the thermoplastic powdered engi-
neering grade polymer rotational molding
technology and not to plastisols which have
little significance in the military complex.

1-3 MATERIALS

In 1961, the first polyolefin powder, a

low-density polyethylene, was publicly dem-
onstrated to the rotational molding industry.
Indications are that polyethylenes will remain
one of the most popular materials for roto-
molding, because of their processability,
broad range of properties, and low cost.
Today, however, most of the major thermo-
plastic raw material suppliers have investi-
gated specially formulated powders for rota-
tional molding. These include impact styrene,
polypropylene, nylons, acrylonitrile butadi-
ene styrene, polycarbonate, acetals, ionomers,
fluoropolymers, polybutylene, rigid polyvinyl
chloride, and special grades of the cellulosics.
They can be foamed or reinforced with
fiberglass. In addition to the raw material
suppliers, many rotational molders also have
used custom grinding services or have their
own in-plant grinding facilities, which also
enlarges the material selection for this pro-
cEess.

The commercial supply of rotational mold-
ing powders has been curtailed recently. The
petroleum shortage commencing in 1973 with
ensuing feed stock allocations to resin manu-
facturers and resin price controls resulted in
plastic shortages. The manufacture of molding
powders especially was affected since powders
cost about $0.06 per b more than pellets
(due to the grinding operation required) and

the fact that rotational molding accounts for

only about 2 percent of the plastic processors’
operations.

1-4 ROTATIONAL MOLDING PROCESS

The six basic steps associated with rotation-
al molding, namely:

1. Charging. Charging the molds with a
predetermined weight of powder desired in

1-1
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the end product.

2. Clamping. Clamping mold partsin place.
The entire mold is made of heat-conductive
material for totally enclosed pieces. When one
or both ends of the pieces are to be open,
heat-insulating covers are used to close the
mold.

3. Heating. The charged molds are heated
while simultaneously rotating around two
axes in planes at right angles to each other.
Heating can be accomplished in hot air
convection ovens, molten hot salts spray,
circulating oils, cpen flame, and infrared
ovens. The introduction of an inert gas such
as nitrogen into the mold during the heating
cycle is sometimes performed to flush out the
oxygen and thus prevents oxidative degrada-
tion of the resin while it is being fused. Molds
usually are vented to prevent pressure build-

up.

4. Rotation. The biaxial rotation results in
the powder being evenly distributed to form
hollow objects with uniform walls when the
resin fuses except where heat-insulating covers
are used.

5. Cooling. When all of the powder has
been fused into a homogeneous layer on the
walls of the mold, the mold is cocled usually
by air and/or water spray while still being
biaxially rotated.

6. Part Removal. The mold is opened and
the end product removed. Removal is usually
manual and simplified by use of a release
agent.

1-6 EQUIPMENT AND TOOLING

The mold-handling system includes all the
equipment required to transport the mold(s)
through the loading, heating, coocling, and
unloading steps and to bring about the biaxjal
rotation of rotational molding. The main
parts of the system are the spindle, spider or
mold mount, and the drive mechanisms.
There are basically four types of handling

machines in use¢. They are fixed-spindle, sin-

1-2

gle; and multiple spindles, shuttle, and jack-
eted or ovenless molds. Specific information
is contained in Chapter 3.

Rotational molds are generally made from
cast aluminum, 10-20 gage sheet steel, beryl-
lium-copper (Be/Cu), or electroformed cop-
per-nickel. Split molds are required for part
removal. Flanges may be tongue and groove,
interlocking or flat with locating pins. Vent-
ing of molds is recommended to maintain
atmospheric pressure inside the closed mold
during the entire molding c¢ycle. Mold wall
thickness will be determined by the type of
equipment used for rotational molding. Molds
used in a hot-liquid machine should have a
greater wall thickness than those used in an
air-convection oven — normally 0.5 in. and
0.25 in., respectively, for cast aluminum.

1-6 ROTATIONAL MOLDING CRITERIA

The general criteria for selecting the rota-
tional molding process are:

1. Fabrication of hollow items having large
surface areas which would require extensive
tool design and complicated molds.

2. Fabrication of hollow items having com-
plex shapes such as convoluted wall sections,
undercuts, or similar irregularities that would
make difficult tool design as well as produc-
tion problems.

3. The manufacture of relatively large items
subjected to widely varying production sched-
ules such.as those keyed to seasonal cycles or
uncertain contracts.

4. When the total production volume
would be at a level that would prohibit sizable
investment in ¢xpensive tooling.

5. When the item is subject to unpredict-
able changes in styling, or when a quick
styling change could be exploited profitably
in the market.

6. When identical items or different parts
of an item are required in different colors.




1-7 ADVANTAGES AND DISADVANTAGES
OF ROTATIONAL MOLDING PROCESS

1-7.1 ADVANTAGES

Some of the outstanding advantages of
rotational molding are:

l. Products can be made seamless and
virtually strain free with little or no waste
scrap.

2. Wall thickness can be uniform to about
+0.015 in.

3. Intimate detail, various textures, or high
gloss are easily obtained.

4. Molds are simple, inexpensive, and can
be fabricated with a short lead time.

5. Process is well suited for the production
of very large or totally enclosed parts.

6. Prototype molds can be manufactured
for experimental purposes without great ex-

pense.

7. Double-wall constructions are feasible.
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8. Metal inserts often can be molded as
integral parts of the item.

9. Molds can be designed with little draft.

1-7.2 DISADVANTAGES
The main disadvantages are:

1. Rotational molding materials are quite
limited.

2. Molding cycles are longer than injection
or blow molding.

3. Labor is intensive due to manual loading
and unloading of molds.

4. Bosses cannot be molded.

1-8 APPLICATIONS

Rotational molding has been used success-
fully in a wide variety of applications; some
examples are portable lavatories, 15-foot
boats, containers, pallets, incendiary bomb
casings, missile containers, storage tanks, au-
tomobile fender liners, and battery cases.

1-3/1-4
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CHAPTER 2

ROTATIONAL MOLDS

2-1 GENERAL

The selection of rotational molds depends
upon the size, shape, complexity and surface
finish of the part to be molded; resin com-
pound; molding cycle time; quantity of molds
required; and production volume, Molds
should be as thin-walled and lightweight as
practical.

2-2 MOLD MATERIALS

There is a wide choice of mold materials
for rotational molding. They are stainless
steel, 10-20 gage sheet steel, cast and fabri-
cated aluminum, cast and machined nickel,
electroformed chrome plated nickel and nick-
el-copper, and cast and machined Be/Cu. The
therthal conductivities of these materials are
given in Table 2-1.

There are also some high strength alumi-
num alloys. These alloys are very susceptible
to a hard coating process. The coating is not a
plating; it does not chip or peel off. The
surface of the aluminum is converted into
aluminum oxide which is extremely hard. The
surface has to be polished if a smooth finish is
desired. It is possible to mask off the cavities

TABLE 21

THERMAL CONDUCTIVITIES OF THE METALS
FOR ROTATIONAL MOLDS

THERMAL CONDUCTIVITIES!,

Btu/f12-hr-(CF/f1) at 572°F

METALS

Steel 25
Aluminum 133
Copper 212
Nickel 32

and to hard coat any portion, such as the
parting lines. The cavities should be heat
treated, machined, then, if desired, hard
coated.

Another aluminum  treating process
(Tufram®) provides a steel-hard surface com-
bined with locked in permanent release prop-
erties? *,

Other mold materials such as porous metal-
lic or ceramic have been impregnated with
polytetrafluorcethylene to produce superior
nonstick characteristics. However, they are
not recommended for molding resins that
require oven temperatures above SO0°F.

2-2.1 SUGGESTED USES

Aluminum or electroformed nickel-copper
alloys are recommended for small or inter-
mediate-sized molds, complex shapes, and
when several molds of one design are re-
quired. Steel is used for most large molds and
for a prototype mold of a single design
because it is the most economical material.
Cast Be/Cu is used where fast molding cycles
and superior chemical resistance are required.
If overall cycle time is not important but high
surface gloss is, chrome-plated stainless steel is
recommended. Cast aluminum molds are suit-
able for any configuration since they general-
ly do not cause wall thickness problems and
allow a textured finish if desired. One prob-
lem does exist, however, with aluminum
molds—porosity. Molds that have been cast in
plaster usually have smoother, less porous
surface than those cast in sand.

Good quality, porosity-free molds with

*Superscript numbers refer to References at the end of the
chapter.
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(A) Flat

.(B) oOffset
Reprinted by permission of John Wiley & Sons, Inc.

(C) Tonghe-and-groove

Figure 2-1. Three Types of Flange Mating Surfaces for Rotational Moids?

properly designed parting lines are essential to
successfully mold an item. Normally, properly
welded, fabricated steel or aluminum, electro-
formed, or machined molds are porosity-free.

2-2.2 MOLD LIFE

Mold life is shorter for rotational molding
than for injection or blow molding, since the
exteriors of these molds and their mounting
assemblies are exposed to severe thermal
shock during the molding cycle. This results
in crystallization of the metal. Proper mount-
ing also is required or molds will warp.

2-3 MOLD DESIGN
2-3.1 SPLIT MOLDS

Rotational molds for other than plastisols
should be of a split design so that the opening
coincides with the largest dimension of the
part. At least the opening must be large
enough so that the item can be removed
without distortion.

2-3.2 WALL THICKNESSES

The type of equipment used for rotational
22

molding will determine the mold thickness.
Molds utilizing a hot-liquid (oil) or those used
in a hot-molding salt-spray machine should
have greater wall thicknesses (about 5/16 to 1/2
in.) than those used in a hot-air convection
oven (3/16 to 1/4 in.). Thicker mold walls
permit the high temperatures caused by the
fast heat transfer of the liquid to heat the
powder uniformly without causing hot spots
and with less risk of mold warpage. Thinner
mold walls result in a reduction of cycle time
in a hot air convection oven.

When infrared mold heating is used, wall
thickness may be controlled by painting. Dark
paints on the outer mold surface result in
higher heat absorption and consequently in
thicker part walls. Light-colored paints, or
aluminum paint, reflect the heat and result in
thinner walls. Paints used for this purpose
must be thermally stable at the high oven
temperatures used. Paints have a relatively
small effect on wall thickness compared with
insulating covers made of materials such as
asbestos.

In addition, the wall thickness in a speci-
fied area may be reduced by the application
of an insulating material, usually asbestos, to
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the outside of the mold resulting in a less
resin fusion.

Some representative mold wall thicknesses
for hot air convection ovens are:

1. Aluminum. 2/8 to 3/8 in.

2. Steel. 3/64 to 1/8 in.

W

. Be/Cu. 1/16 to 3/8 in.
4. Nickel/copper. 5/64 to 5/32 in.
2-3.3 OPENINGS

When openings are required in the molded
part, mold insulating lids or inserts are used in
the place of metal in the open areas. Usually
asbestos boards, Teflon®, orsilicone foams are
used.

2-34 FLANGE MATING SURFACES,
PARTING LINES, AND HINGES

There are three main types of flange mating
surfaces for rotational molds, namely: flat,
offset, and tongue-and-groove. These are illus-
trated in Fig. 2-1.

2-3.4.1 MATING SURFACES

A brief discussion relative to the applica-
tion of mating surfaces follows:

l. Flat. The flat-type can be used on either
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hot-air convection-oven or hotliquid ma-
chines. It simplifies mold maintenance, but
has a higher initial cost than either the offset
or tongue-and-groove surface. The mating
surfaces should be machined smooth for a
good fit, and the molds should be stress-re-
lieved before the parting lines are matched.

2. Tongue and Groove. The tongue-and-
groove flange is recommended for use with
the hot-liquid machines since it is more
difficult for the liquid to penetrate that
distance to the cavity.

2-3.4.2 PARTING LINES

The parting line design and certain types of
inserts should be given special consideration.
The parting line should be designed to seat on
the inside surface and should be relieved to
the outside. This prevents water or vapor
from being trapped in the parting line. As the
temperature of the mold is increased, trapped
moisture or vapor can expand and blow
through the part or enter the wall and form a
bubble. The same basic principles should be
used for inserts that are seated on the mold.
The insert should seat on its outer edge and
be tapered to the center. Two types of parting
line designs that have been successfully used
are shown in Fig. 2-2.

For a moderately curved parting line, the
offset or tongue-and-groove register can be
used. When the curved parting line becomes
extreme, the best register is the offset. The
tongue-and-groove can bind and not open and
close properly. If there is any choice as to
where the parting line should be, the rule is
the straighter the line, the better the design.

In certain cases, as shown in Fig. 2-3, two
objects are molded together. These are then
separated on the designed parting line or lines.

2-3.56 MOLD MOUNTING AND CLAMPING

Mounting bosses should be located around
the periphery of the parting line, perpendicu-
lar to its plane, and steel rods should be fitted

.into them. If long mounted aluminum bosses

2-3
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Assembly system

Parting line after
extraction from the mold

Material

N Removable cutter

Detall of the design of the

parting line
Figure 2-3. Two-part Mold®

were used, they would rob the heat. Also the
metal compresses and in a short time the
cavity is not closing properly.

Molds should be mounted on a steel frame
welded together and designed to receive the
mounting bosses of the cavities, These frames
are referred to as spiders. Some machines use
square spiders and some round, but the most
important consideration is that they be made
of steel. Channel iron, square steel tubes, or
0.25-in. flat hot roll steel are some of the
materials used for spiders. The square tubing
and the 0.25-in flat stock can be rolled into
cohcentric circle: to make round spiders.

The dimensions of the steel depend upon
the size of the spider and the closing pressure
needed to keep the cavities together. After
the spiders are welded together they should
be normalized before machining.

Spiders can be designed with just a few
simple hold-down bolts allowing the cavities
to do all the registration to very complex
mechanisms with springs, worm drives, or air
cylinders for opening and closing the mold.
How elaborate the spider design becomes
depends on the situation. Also, heat distribu-

tion has to be balanced with a spider arrange-

24

ment that allows a practical unload-load cycle
time.

Production length will be a major influence
in the design. Two important features to be
considered are opening and closing the mold
in a s ‘raight line perpendicular to the parting
line, and the use of guide pins to keep the
parting lines from smashing.

Figs. 2-4, 2-5, and 2-6 show several clamp-
ing designs.

The two ways of mounting molds in the
spindle are double centerline and offset arm
as iltustrated in Fig. 2-7. The most common
method is to attach the mold(s) to the spiders
lying directly above and below the spindle
double centerline mounting. This mounting is
preferred for the production of small items
because it permits easier mold loading and
unloading. For large items, the so-called offset
arm is preferable. Also, it minimizes variations
in wall thickness by bringing the center of
volume of the mold close to the intersection
of the major and minor axes of rotation. A
wide difference in peripheral velocity from
top to bottom, caused by a greatly offset
mold, may result in poor material distribution
and nonuniform wall thickness of the mold-
ings.
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NO SCALE

Reprinted by permission of SPE.

Figure 2-8. Mold for Angles and Radii of Curvature!

2-3.6 CORNER RADII

Rao and Throne experimented with the
aluminum corner mold shown in Fig. 2-8.
Corner angles of 45, 75, 90, 135, 165, 180,
225, and 240 deg were included in this mold
together with a 1 X 1 in. square section, and
indentations with radii of 1/16, 1/8, 3/16,
1/4, and 1/2 in. Rotational molding with
many plastics in this mold has shown that
rarely will the 45- and 75-deg and 1/16- and
1/8-in. test arcas be free of voids. For

materials such as impact styrene or ABS, even -

90-deg, 135-deg, and 3/16-in. test areas were
incompletely filled. The square section was
rarely filled, regardless of the material used.
Based on this testing it is concluded that, for
most materials, mold radii of 3/16 in. and
parting lines placed on 180-deg walls are the
safe lower limits for avoidance of voids in part
surfaces!.

2-3.7 FLAT PANELS

Flat panels should be avoided because they
will shrink away from the mold as they cool,
especially if they are cooled too rapidly with
consequent warpage and brittleness.

2-3.8 CORE SECTIONS, RIBS, AND HAN-
DLES

Core sections can be made. Deep ribs,
kissed off, and handle areas should be designed
with a greater taper than normal for easy part
removal. A 6- to 8-deg taper is recommended
for crosslinked polyethylene?. Deep handle
core sections and other deep core sections
that kiss-off from one side of the mold to the
other should have an opening for hot air
passage through the mold as illustrated in Fig.
2-9. This will help prevent thinning due to air
being static in the bottom of the core section.

27
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Figure 2-9. Mold Design With Kiss-off
Section or HandleSection®

One of the most disastrous errors made by
end-users considering rotational molding for
the first time is the design and fabrication of
prototype tooling without pretesting mold
features such as closure, angles of radius, and
overall variation in part thickness. This can be
done by running experiments on simple molds
such as ball, cylinder, and disks molds on a
rotational molding machine prior to design
and fabrication of prototype or production
tooling,.

2-3.9 VENTS

Molds should be vented from the cavities to
maintain internal atmospheric pressure during
the molding cycle. Venting results in less
flash, less distortion of the part, thinner mold
walls, less pressure needed to keep the mold
closed, and longer mold life. It will also
prevent blowouts caused by pressure during
heating and/or part collapse or imperfections
resulting from any vacuum created during the
cooling cycle.

The vent is a thin-walled metal or Teflon®

tube which extends to near the center of the
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By U.S. Industrial Chemicals Co., 1965;
reprinted by permission

Figure 2-10. Schematic of a Vented Rotational
Mold for a Display Bottle.”

mold, It must enter the mold at a point where
the opening that it will leave will not harm
the appearance or utility of the molded item.
The vent is filled with a material, such as glass
or steel wool, to keep the powder charge from
entering the vent during rotation. The end of
the vent outside the mold must be protected
so that no water will enter during cooling, or
so that hot liquid if used will not enter during
heating. Sometimes an oil filter cup or metal
cup is used for this purpose. Some designs are
shown in Figs. 2-10 and 2-11.

24 MOLD FABRICATION
24.1 FABRICATED MOLDS

These molds are made by convention-
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al methods such as spinning, turning, and
forming and are welded together to make the
finished shape. This form of mold can give
fairly long production runs at a very reason-
able price, depending upon intricacy. They
are made from sheet steel, copper, and alumi-
num.

With steel and aluminum fabricated molds,
improper welding can cause porosity in the
weld, To obtain good porosity-free welds
three simple steps should be taken:

1. The welding rod must have a similar
thermal coefficient of expansion as the mate-
rial used in the mold.

2. The inside should be welded first to get
good penetration.

3. Grind or grit blast the back of the first
pass before the second pass is made. This
procedure should be followed for each addi-
tional pass. This method helps to eliminate
any porosity that might be caused by oxides
formed on the previous pass.

242 CUT MOLDS

A cut mold is one machined from wrought
stock. Under this heading we find steel,
stainless steel, Be/Cu, and aluminum. The first
step is to produce from the print which will
have included plastic shrinkage an exact pat-

tern of the finished part. The materials for
this pattern can be just-about any formable
substance such as plastics, plasters, woods,
clays, and aluminum.

From this pattern a female impression is
cast in either epoxy or high-strength plaster.
This impression is then placed on a duplicator
or tracing machine, and cavities are produced
in the premachined blocks. This method
produces a very accurate mold capable of
producing a large number of finished parts.

Machined cavities of aluminum and Be/Cu
fall into the same class as pressure-cast alumi-
num and Be/Cu. Only the steel hob is
eliminated. Molds made by this method have
a better and more uniform density than that
found in pressure-cast and ceramic casting.

243 CAST MOLDS

Molds can be cast by two methods: pres-
sure and gravity. The materials used are steel,
Be/Cu, and aluminum.

2-4.3.1 PRESSURE CASTING
Pressure castings are produced by pouring

molten metal over a steel hob and applying
pressure. The metal flows to conform very

~ precisely to the shape and surface finish of

the hob. In making the hob, allowance must
be made for the metal shrinkage (approxi-

2-9
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mately 0.005 to 0.007 in./in.) as well as a
sufficient draft angle of at least 1.5 deg for
removal.

Air hardening tool steels are generally best
for hobs. These metals machine readily, do
not shrink excessively when hardened, and
provide the necessary hardness and strength.
Generally SAE H-12 or SAE H-13 are used for
making hobs. When available, SAE H-23
(oil-hardened) is one of the better grade steels
to use where a large number of cavities are
required from a single hob. Under certain
circumstances it is possible to use a prehard-
ened steel. The safest thing is to check with
the caster before proceeding with cutting the
hob.

The hob base requirements also will vary
with the conformation of the impression.
Therefore, it is advisable to contact the
pressure caster for the proper dimensions.
Ordinarily, pressure castings can be made up
to 200 1b in weight, the limit being deter-
mined by the shape of the piece.

Control of the melting and pouring temper-
atures of the molten metal is important,
Overheating is particularly harmful. It is also
recommended to minimize turbulence during
pouring.

In pressure casting the mold, the hob
should be thoroughly cleaned and covered
with a parting agent. The hob, shim plates,
and top pusher plate are heated (from approx-
imately 800° to about 1150°F). When heated,
the chase or mold casing around the hob
assembly is lowered and moved onto a hy-
draulic press. The molten metal is poured at
the recommended temperature into the chase
so that it first contacts the chase walls and
then flows onto the hob. A deflector will
insure this pattern of flow. When the molten
metal has covered the hob, the pusher plate is
placed over the molten metal and press force
applied immediately. Because the molten
metal will-begin to solidify when it contacts
the chase and hob, time and pressure are both
important,

2-10

After pressurizing the chase is raised and
the side or shim and pusher plates loosened
by rapping them. It is important to remove
the hob from the mold before too much
cooling occurs. If cooling proceeds too far, it
will be necessary to heat the hob and mold to
facilitate separating them.

Pressure casting requires a two-stage type
hydraulic press to allow high speed for ap-
proaching the working position and slow
speed for pressurizing. Daylight must be large
enough to provide working area. Pressure
capacity must be between 1000 and 2000 psi,
preferably nearer 2000 psi. For a press with a
20-in.? platen, this means a 750-ton press.

Pressure-cast aluminum and Be/Cu molds
basically are used when the shape is not of
intricate design.

2432 GRAVITY CASTING

The other method of casting molds is the
“gravity cast” method. There are many differ-
ent mold mediums used into which the metal
is poured. However, all systems are filled by
gravitational force only. Atmospheric pressure
may be added by the use of risers on the back
section, but basically it is gravitational force
that fills the molds. This, of course, means the
grain is of different size from pressure cast-
ings. While this type of casting dates back to
ancient times, it is only recently that techni-
cal improvements have made its use more
widespread in the plastics industry.

2-43.2.1 CERAMIC CASTING

Ceramic casting follows any one of a
number of patented proprietary procedures.
A typical sequence is described in the para-
graphs that follow.

A wood pattern of the part to be produced
is made with proper shrinkage allowances for
metal and the plastic. These shrinkages will
vary from piece to piece and it is best to
establish them for each piece. Generally,
0.016 to 0.018 in./in. is allowed for metal




shrinkage and 0,005 in./in. for plastic. The
moldmaker casts a special, quick-setting liquid
rubber around the pattern, The elastic quality
allows stripping from the pattern even though
the pattern may have a deep-grained surface.
It also provides faithful reproduction.

Now a ceramic is cast into the rubber mold,
producing a replica of the designed part. A
proper ceramic mixture will combine good
surface reproduction with relatively high per-
meability. This last property allows adequate
outgassing during casting of the metal around
the ceramic, resulting in a sound, dense
casting.

After pouring the ceramic slurry into the
rubber mold, the moldmaker allows it to
solidify and then fires it in an oven, Melting
and pouring of the molten metal around the
ceramic pattern follows the steps covered
under hot hobbing.

After solidification of the metal, the ceram-
ic is broken away. Metal cooling is controlled
to achieve good dimensional tolerances in the

. casting.

Ceramic casting requires a rubber pattern
shop, ceramic mixing kettles, and a bake-out
oven of the car-bottom or tunnel types for
moving large ceramic patterns in and out.

2-4.3.2.2 SAND CASTING

Sand casting is acceptable in some cases. It
may be used for large molds if there is no
need for fine surface detail, as in a fender

underliner for an automobile. Generally -

CO;-hardened sand is used. If surface finish is
important, the best approach is to use a
ceramic face backed up by CO,-hardened
sand. Sand casting equipment is not exten-
sive—CQ,, gas tanks, hose, and a high-speed
sand muller.

2-4.3.3 ATTRIBUTES OF CAST MOLDS

Casting molds eliminate a great deal of

expense in machine tools. A portable 0.5-in. |

drill with a sanding wheel or a milling
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machine are generally used to finish off the
external surfaces of molds. A radial drill press
will suffice for drilling passages and holes for
attachment. An electric discharge machine
may be useful in remedying casting defects. A
hand snagging wheel will remove stubs.

An enclosure box with a pump, hose, and
nozzle make up the facility for liquid honing
for finishing molds. If pickling is desired, acid
and water tanks, and a small heating system
are all that are necessary.

Many types of finish can be duplicated
with the casting process—wood grain, leather-
ette, stippling, cloth, basket weave, etc. With
the exception of highly polished surfaces,
most finishes are possible.

Some advantages of the gravity cast system
are:

1. Highly irregular parting lines can be cast
from a model with matching cavities and
cores.

2. The castings can be made from models
of different materials effecting a savings over
machining an expensive hob. :

3. Castings can be made by duplicating an
existing piece.

4. Undercuts can be cast by using the
strippable rubber technique.

5. Cores and cavities can be cast, allowing
for plastic thickness.

6. It is faster and less expensive in many
cases to make a model rather than machine a
costly steel hob.

7. Less expensive dies can be made for
short run items by substituting less costly
metals such as aluminum or die metal.

However, close tolerances cannot be main-
tained on large castings, as the shrinkage rate
will vary somewhat because of size or shape
of the casting. The only way exact sizes can
be maintained in any casting is to make a
casting, “mike it up”, adjust the. pattern,.and
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make another. Since this is not feasible on
large castings, the next best thing is to have
the cavity pattern made small, then, if neces-
sary, it can -be enlarged by machining the
critical areas. At other times it may be
necessary to incorporate some flexibility in
the design of the item,

244 ELECTROFORMED MOLDS

Electroforming consists of electroplating
against a conductive surface for a long period
of time to reproduce a reverse of that surface.
Patterns, or mandrels, as they are generally
called, may be made of almost any material
that does not absorb moisture, or does not
expand excessively through a 100-deg F heat
differential. Expansion during the first half-
hour of plating will crack the very thin
electroform, The adhesion of the plating to
the mandrel must be strong enough to retain
the surface detail and contour, but weak
enough to be removed after plating. The
adhesion is determined by the film deposited
on the pattern or mandrel.

Factors affecting the choice of mandrel
material include surface finish requirements,
shape, and plating bath composition and
temperature. Materials include plastics, glass,
wax, latex, rubber, wood, plaster, and most
metals except zinc. Metal mandrels are usually
nickel, nickel-copper-nickel, or nickel chrome
plated. Thickness can be closely controlled. It
can be as little as 0.02-in. for pressureless
rotational molding. Nickel mold facing is
chemical resistant, tough, hard, and can be
highly polished. In the nickel-chrome, the
chrome acts as an electrical conductor as well
as a release agent for the nickel since the
electroform face will not adhere permanently
to the chrome surface of the mandrel.

Aluminum mandrels must be sealed against
acid attack and, therefore, are not used often.
Steel, copper, and brass can be used although
if any parts of the model are not to be

electroformed, those areas should be sealed.

from the plating solution. Getting the wood
grain pattern of some woods has been diffi-
cult until recently because the plating solu-

2-12

tions tended to penetrate too far into wood.
However, treating the wood mandrel with
lacquer-like materials can control the penetra-
tion so that excellent wood grain repro-
duction may be obtained. Mandrels with a
nonconductive surface must be sprayed with
reduced silver which is a liquid silver reduced
to a metallic film by the addition of formalde-
hyde or with a highly conductive silver paint.
The first method results only in a 3 X 1076 in.
thickness and, therefore, reproduces far more
detail than the paint spray method.

If multiple cavities are required from the
same mandrel, the best materials for the
mandrels are stainless steel or electroformed
nickel. Nickel can be electroformed easily
over nickel without sticking to the mandrel.
This is because nickel “passivates” readily; it
will not accept the plating and leaves a clean
parting line. Epoxy mandrels are risky to try
to reuse because surface defects can be
imparted in removing the electroform from
the mandrel. It is often feasible to make any
number of cavities from a single mandrel,
depending upon part shape and mandrel
material. The plating rate is normally
0.012-0.015 in. per 24-hr day. This rate may
be increased when plating copper, but stress
and brittleness also increase. Plating does go
on 24 hr per day, 7 days a week, requiring 9
to 10 days to produce a mold 0.125 in,
thick.

Molds are separated from mandrels in three
ways. One-piece molds with undercuts require
a disposable mandrel which is melted or
etched out of the mold. A mold with suffi-
cient draft is pried loose from the mandrel
mechanically at one or two points, then, by
the use of air pressure, removed completely.
An electroformed mold with little or no draft
normally can be released by cooling the
pattern while heating the electroform. -The
expansion of the electroform usually will be
sufficient to remove it from the mandrel.

Electroformed molds produce extremely
accurate reproduction of detail in each cavity
when compared with steel for a given price.
They have zero porosity compared with alu-




minum castings, and zero shrink when com-
pared with Be/Cu castings. Usually, the elec-
troformed mold is far less costly than steel,
comparable in price to Be/Cu, and more
costly than aluminum. In some cases electro-
forming is the only way some molds can be
made. However, electroformed molds are rela-
tively soft except in certain cases compared to
steel. A practical maximum hardness is about
48 Rockwell C scale, Plating time of two to
three weeks also requires a substantial lead
time. Delivery of multiple cavities is slow
without multiple mandrels or when design
changes are to be made compared to alumi-
num or beryllium castings.

Configuration plays a very important part
in electroformed molds because of the diffi-
culty in electroforming to a uniform thickness
over the complete surface of the mold.
Principles of electromagnetic force dictate
that recesses deeper than they are wide, sharp
corners, and most internal ‘bosses or projec-
tions should be avoided. Some bosses may be
inserted into the mandrel as “grow-ins’’ and
the plating will securely attach itself to the

bottom of the boss and the ‘“grow-in”’ be-

comes an integral part of the mold. Sugges-
tions for matrix design are shown in Fig. 2-12.

There is a version of the electroforming
process which largely eliminates the problems
of the recesses and cleavage planes. The
process was developed in England and is
patented there and in this country. It can do
jobs that cannot be done any other way and,
therefore, has an irreplaceable use in the mold
making industry.

The patented English baths deposit a‘

unique quality of metal. The nickel has a
hardness of about 45 Rockwell C scale but
the elongation at this hardness is 15 percent,
which makes the metal very resistant to
permanent deformation. The deposit is very
even over uneven surfaces. It will deposit
metal, for instance, at the bottom of a slot
1/8-in. wide and nearly 1/2-in. deep. Copper
has even greater throwing power and some-
times plates faster in the low areas than on
the peaks!©.
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Nickel electroformed molds have been
backed up with a wire arc flame spraying
technigue in Europe for over 20 yr. It is now
used in this country since the development of
a light-weight, hand-held unit. It involves the
use of an electric arc to fuse or melt the tips
of two wires that are fed into the applicator
and then sprayed onto a surface. One compa-
ny involved in this particular application is
TAFA Div,, Humphreys Corp., Bow, New
Hampshire. In this technique, the electro-
formed mold is reinforced with an integrally
bonded outer layer of arc-deposited low
carbon steel or aluminum bronze. The coating
fills in sharp angles and builds the mold wall
to specified thickness to provide both
strength and uniform heat conductivity. It
also allows very thin-walled electroforms to
be used?.

There are many factors to be considered
before a decision can be made as to which
route the mold maker will take to construct a
mold. All aspects of every job must be
considered to determine whether it should be
made by hobbing, machining, casting, or
electroforming. There is no simple formula to
indicate the best method. A minute detail
may be the determining factor. As for cavity
life, the electroforms will give the same or
better life as a hobbed cavity. The surface of
the electroform is softer than the hobbing,
but the hardness runs deeper. Electroforms
also don’t stain or rust.

25 MOLD REPAIR

It is a simple matter to repair Be/Cu molds
by brazing, welding, pinning, or soldering
with alloys made specifically for this work. In
addition, when a Be/Cu mold is no longer
needed, the metal brings a high scrap price.

The repairability of electroformed molds
compares favorably with that of other types.
They can be repaired by silver soldering,
brazing, and welding. Arc welding is not
recommended for nickel electroforms because
sulfur and other material co-deposited with
the nickel lead to fissurelike cracks. .The
problem can be overcome in wrought nickel .
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Reprinted by permission of SPE.

Figure 2-12. Suggestions for Matrix Manufacture
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by the addition of manganese, magnesium, or
some other additive. Experiments to eliminate
it in electroformed nickel by use of additives
in the plating bath offer some prospect of
success. In repairing a nickel-copper mold,
care must be taken because of the heat sink
effect of the copper

Tool steel molds can be repaired or re-
worked by the use of the electroforming
process. Nickel with 45-50 Rockwell C can be
added to the spot to be repaired, then
machined to a finished size, thus saving a
possibly very expensive tool steel mold,

2.6 MOLD RELEASE

To obtain satisfactory mold release, it is
recommended that the mold cavities be kept
clean and that a proper mold-release agent be
used. Molds which have been used previously
with vinyl resin or other plastic material may
require special cleaning. Sometimes a caustic
bath is used. Once the cavities are clean, one
of the semipermanent fluid mold-release
agents can be applied and heat cured to aid in
part removal.

Specific recommmendations for mold re-
leases are given in Chapter 7.

Molds also are permanently coated with
such materials as polytetrafiuorethylene and
silicones to facilitate mold release.

2-7 ROTATIONAL MOLD MANUFACTUR-
ERS

The following is a list of some of the
rotational mold manufacturers in the U.S.:

1. ALLIED PATTERN, INC., Hopkins,
Minn.

2. ARROWHEAD PLASTIC ENGINEER-
ING, INC., Muncie, Ind.

3. AUTOMATIC PRODUCTS CORP.,
Ashland, Ghio
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4. BORSE PLASTIC PRODUCTS, INC.,
Hinsdale, 1.

5. CONFORMING MATRIX CORP.,
Toledo, Chio

6. CONSOLIDATED PATTERN & MFG,
CO., St. Louis, Mo.

7. DURO-BRONZE CO., Brooklyn, N.Y,

8. ELECTRO MATRIX CORP., Downers
Grove, Ill.

9. ELECTROFORMS, INC., Gardena,
Calif.

10. ELECTROMOLD CORP., Trenton,
N.I.

11. FILLOUS & RUPPEL CO., Cleveland,
Ohio

12. FLAMBEAU

PLASTICS CORP.,
Baraboo, Wis. .

13. GERBER, R., ENTERPRISES, INC.,
Akron, Ohio

14. GERBER, R., ENTERPRISES, INC.,
Munroe Falls, Ohio

15. HANSON PATTERN & MOLD
CORP., Ludlow, Mass.

16. KELCH CORP., Mequon, Wis.
17. KERRCO, INC., Hastings, Neb.

18. KOEHRING CO., SPRINGFIELD
CAST PRODUCTS DIV, Springfield, Mass.

19. KOHLER-GENERAL, INC., PLAS-
TICS DIV., Sheboygan Falls, Wis,

20. LOWRY MFG., INC., Holland, Ohio

21. MODERN TOOLS, DIV. OF LOF EN-
GINEERING PRODUCTS, Toledo, Ohio
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22. PAHCO MACHINE, INC., Trenton,
N.J,

23. PENTCO, INC., Trenton, N.1.

24. PERFECT DOLL MOLDS CORP.,
New York, N.Y.

25. PLASTI-CAST MOLD & PRODUCTS
CO., Akron, Ohio

26. PLATING ENGINEERING CO., Mil-
waukee, Wis.

27. PYROLYTIC CO., Barberton, Ohio
28. REUTER, INC., Hopkins, Minn.

29. RINGLER-DORIN, INC., New York,
N.Y.

30. ROTO MOLD & DIE CO., Cuyahoga
Falls, Ohio

31. ROYALTY
Hialeah, Fla.

INDUSTRIES, INC.,

32. SCIENTIFIC CAST PRODUCTS

CORP., Cleveland, Ohio

33. SEGEN, EDWARD D., & CO., Devon,
Conn.

34, TECHNI-MOLD & ENGINEERING,
INC., Gardena, Calif.

35. THANCO, INC., Grafton, Wis.

36. TOLEDO MOLDING & DIE CORP.,
Toledo, Ohio

37. TRUEBLOOD, INC., Tipp City, Ohio

38. USM CORP., STANDARD TOOL
DIV., Leominster, Mass.

39. UNICAST DEVELOPMENT CORP.,
Pleasantville, N.Y.

40. VEGAS MOLD CO., INC., Wood Dale,
1.

41. VERSATILE PLASTICS, INC., Akron,
Ohio

42. WESTERN SPECIALTY MFG. CORP.,
Cheyenne, Wy,
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CHAPTER 3

EQUIPMENT

31 MOLD-HANDLING SYSTEMS

The mold-handling system includes all the
equipment required to transport the mold (or
molds) through the loading, heating, cooling,
and unloading steps and to bring about the
biaxial rotation typical of rotational molding.
The main parts of the system are the spindle,
the mold mount (spider), and the drive. These
are shown in Fig. 3-1. :

There are  Dbasically five types of
rotomolding systems in  use today:
fixed-spindle, single-spindle, multiple-spindle,
shuttle, and jacketed or ovenless.

3-1.1 FIXED-SPINDLE

This system consists of an oven with a
fixed arm rotating about two axes, a cooling
chamber with a fixed arm rotating about one
or two axes, and a conveyor rack connecting

LOADING AND
UNLOADING STATION

WATER

" | ’

the oven in some manner with the cooling
chamber. The basic feature of this machine is
that the mold spiders have a quick connecting
feature that allows them to be disassembled
quickly from the spindles in the oven or
cooling chamber.” Since the molds are
transferred over the conveyor rack from the
oven to the cooling chamber and back
manually, the conveyor rack can be arranged
in a number of configurations.

Two typical arrangements are shown in
Figs. 3-2 and 3-3. The fixed-spindle system is
used with either hot air or molten heat
transfer systems. They involve considerable
labor and are essentially noncompetitive in
operating costs compared to other systems.

A new concept using only one station per
mold has been reported®. Unlike the usual
systems employing forced hot air convection
ovens, this ‘“‘thermodynamic indexing

Wi i

g
1" 1]

| | _-eaTiNG
OVEN

SN R

Figure 3-1. Diagram of a Pivoting-arm Rotomolding System
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Reprinted by permission of John Wiley & Sons, Inc.
Figure 3-2. Diagram of a Fixed-spindle Machine!

machine” heats the molds in a combustion
chamber that operates similar to a jet engine.
High-intensity afterburners bring molds up to
the desired maximum temperature in a few
seconds, then automatically shut off, and the’

temperature until all resin fuses. The molds
then remain in the same chamber for -water
spray and/or air cooling through low- and
high-intensity cycles.

main  burners control the uniform An automatic indexing system stops the
el Z
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Figure 3-3. Typical Layout of Fixed-spindle Machine®?
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mold at a preset position and reverses the
rotation to insure even wall thickness, even in
complicated parts. A solid-state control
console provides push-button control of up to
four or more molds independently by a single
timer.

Besides high rate production (about five
times greater than standard equipment) the
one station has considerably lower space
requirements and costs approximately
one-third of other units with comparable
output®.

3-1.2 SINGLE-SPINDLE

The single-spindle system is the most basic
of the continuous rotation machines. These
are used for developmental purposes or, in the
case of some large machines, production. In
addition, the molding problems associated
with new molds can be solved on a
single-spindle unit without taking valuable
time on a production machine. After the
problems are solved, the molds can be
transferred to a multiple-spindle production
machine.

Two  basic  configurations of the
single-spindle machine are straight line shuttle
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and pivot type. The straight line shuttle
machine (shown in Fig. 3-4) has the drive
motors, spindle, and spindle support all
mounted on a carriage that moves on a track.
The spindle can then be moved in and out of
the oven to the cooling and loading-unloading
stations. The oven and cooling chamber doors
should have a full opening to allow rotation
of the mold to continue as the spindle is
moved from the oven to the cooling chamber.

A pivot type single-spindle machine is
shown in Fig. 3-1. With this machine the
loading-unloading station is located between
the oven and thé cooling station. With the
addition of another spindle and cooling
chamber this unit can be made into a
two-spindle  machine. The two-spindle
machine can be used for development work
and limited production work at the same
time.

3-1.3 MULTIPLE-SPINDLES

The continuous machine remains by far the
most popular in the small-to-large size range.
A continuous machine includes 3, 4, or §
spindles located in a circular pattern and
from

functions

Fach arm
complete

each other.
with

equidistant
or spindle

Mold loading and
unloading station

i

Spiders

Door

{0

Cooling chamber

il

2

Molds

Carriage

[3+2Y

55

_ B
Travel

N

5

Mold carriage}

Reprinted by permission of John Wiley & Sons, Inc.
Figure 3-4, Diagram of a Single-spindle Rotational-molding Machine’

3-3



AMCP 706-312

independence as to speeds and ratios of
rotation, and extends from a common hub
that indexes intermittently, permitting
movement of arms from station to station.

Machine configuration may be vertical,
similar to a ferris wheel or horizontal, similar
to a carrousel.

Each spindle contains its own set of molds;
each set may be totally different from those
carried by the other spindles. There are three
stations—the loading and unloading area, the
heating chamber, and the cooling chamber.
All portions of the cycle are fully automatic
with the exception of loading the materials
and unloading finished parts.

Illustrations of a three- and four-spindle
machine are given in Figs. 3-5 and 3-6,
respectively.

Extra stations sometimes are added in
multiple-spindle systems to increase
productivity. For example, an extra oven can
be used in a three-spindle machine when the
heating cycle is twice as long as the other
cycles. The spindle is merely moved from the
first oven to the second to complete the
heating cycle.

The extra station position on a four-spindle
machine is used in some cases to separate the
mold unloading and mold loading stations
into two stations. This can help overcome
problems where insufficient time exists in a
given cycle for mold rework. This
configuration is particularly helpful where
numerous molds are used on each arm.

3-1.4 SHUTTLES

The multiple-spindle units have been

Heating,

Oven

Filling peoint

Molds

Cooling chamber

Figure 3-5. Three-spindle Unit?




modified to accommodate extremely large
molds (approximately 204 in. diameter and
5000 1b) on each arm similar to a locomotive
turntable.

The mold is shuttled from station to
station by a rotating center hub, which
receives each arm as it returns from a phase of
the cycle, then indexes it to the next station.
A mold is filled with material in one station,
then shuttled from the loading station onto
the turntable where it is indexed and pointed
in the direction of the oven. The mold then
continues along into the oven station, where
it is rotated and heated simultaneously.

Molds are supported on both sides and are
contained on a carrier similar to a locomotive
flat car. One, two, three, four, or more shuttle
cars may be employed because the machine is
of modular design. One mold-carrying car and
three basic stations may be installed initially
with additional cars and stations being added
as production increases warrant. Due to the
size of the machine, it is necessary to erect it
on-site.

Operation is semiautomatic with an
operator controlling the position of each arm
and function of each station from a central
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control area. Oven times, heats, cooling times,
etc., are all automatically controlled; and
heating is accomplished by hot air from either
gas-fired (natural or propane) or oil-fired
ovens. A diagram of a six-station system is
slhiown in Fig. 3-7.

315 JACKETED AND OVENLESS UNITS

Fig. 3-8 depicts a jacketed mold system.
This system consists of a single station
wherein cavities are encased by a second layer
of metal with spacing between the outer shell
and inner cavity. First hot, then cold liquid
are circulated throughout this area while the
mold rotates. No heating ovens or cooling
chambers are required, and the mold is not
transferred between stations.

Its advantages include high production runs
of symmetrical configurations and lower cycle
times. Possible seepage of heat transfer liquid
into the mold cavity and limited part design
are some of the limitations of this system.

This unit represents the most sophisticated
molds and tooling of all handling systems.
Molds can cost five times as much as those for
other rotomolding machines.

Movable

Slotted
cooling area\

spindles.

/,Slotted

' /
© Cov
Upening c er

Spiders

o
Loading and”
unloading area

* Molds

Reprinted by permission of John Wiley & Sons, Inc.
Figure 3-6. Four-spindle Unit!
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Reprinted from Plastics World by permission. )
Figure 3-7, Diagram of the Layout of a Six-station McNeil Rotational Molding
Machine (Requires floor space 75 by 75 ft, with 20-ft height*)

In a somewhat similar application, one
particular machine directs an open gas flame
against the mold surface while the mold is
spinning around one axis and rocking about
another axis. These are custom units for
specialized use. The danger of uneven heating
with “hot spots”™ would be one major
limitation.

3-2 BIAXIAL DRIVE SYSTEMS

A variety of drive systems is available to
provide biaxial rotation of the molds. They
include either a variablespeed drive or
constant-speed drive with interchangeable
gears or chain sprockets.

Most rotational molding is carried out with
a 10- to 15-rpm rotation of the major axis and
a 2- to 3-rpm rotation of the minor axis, i.e.,
an average ratio of 4 or 5 to 1. However,

3-6

provisions should be made for changing the
ratio to correct nonuniform powder
distribution and wall thickness which can
occur at the average rotation ratio. If many
different parts are to be produced on one
machine, variable-speed drives are
recommended to eliminate the need to change
gears or sprockets when changing speed or
ratio of rotation. If the drive allows for
variable-speed rotation of each axis
independently over a range of 1 to 35 rpm,
any practical rotational ratio can be obtained.

Fig. 3-9 shows the drive system for a

double centerline mounted biaxial rotation
System.

33 SPIDERS

See par. 2-3.5.
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Figure 3-8. Typical Arm Layout of Open-end Mold
on Jacketed Mold Machine®

34 MOLD FILLING

Many attempts at automating the mold
opening and loading sequence have been tried
in past years. However, due to the diversity of
parts that can be molded simultancously on
the equipment, it has proved rather
unsuccessful. Complete automation of mold
unioading and polymer filling are feasible
only on very high production runs of the
same part. The technology is available for
complete automation, but it seems that
automatic resin weighing systems are the
extent of automation feasible at this time. As
the use of hygroscopic materials increases, it
is probable that a system incorporating resin
drying, weighing, and conveying the powder
into the mold will become common ancillary
equipment for the rotational molder.

35 MOLD HEATING SYSTEMS

Present mold heating methods are hot-air
convection, hot-liquid conduction, infrared
radiation, and direct gas-jet flames.

35.1 HOT-AIR CONVECTION HEATING

Hot air is the most commonly used heat
source for rotational molding. Either
gas-fired, oil-fired, or electrical heaters can be

used to heat the air. This heat source is
particularly suitable for thin-walled molds.
Oven temperatures may vary from 400° to
900°F (205°—-490°C). The higher the oven
temperature, in this range, the shorter the
heating cycle.

Accurately directed air flow is important.
This can be obtained by baffling the air blower.
Equally important are the velocity of the air
and uniformity of the temperature
throughout the oven. A high-velocity
scrubbing action is needed for maximum heat
transfer. Usually, a minimum velocity of
about 2,500 ft3/min per 100 ft*® of oven
volume is desirable.

Hot spots in the oven must be avoided
when items of uniform wall thickness are to
be molded. Excess heat capacity of the oven
is desirable so that the required operating
temperature can be attained rapidly after
insertion of the cool, charged mold. If

temperatures are changed frequently, a
recording temperature controller is
recommended.

35.2 HOT-LIQUID CONDUCTION HEATING

Heating by means of hot-fluid sprays in
ovens also is used. A noncorrosive, cutectic

3-T
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mixture of inorganic salts commonly used for
heat treating of metals is the heat transfer
medium. Solvents are not used in these
sprays. Operating temperatures normally are
in the range of 450°—550°F (230°-290°C).
The heat-transfer liquid is brought up to
operating temperature in a melting tank, or
reservoir, containing gas fire tubes or
electrical immersion heaters. A heating period

of up to 2.5/hr, depending upon the volume °

of heating medium used, is required tc reach
operating temperature. The fluid is pumped
through a network of spray nozzles onto the
rotating mold assembly. It is important that
the melting tanks have enough capacity to
maintain the .operating temperature
throughout the Theating cycle. The
temperature drop in the melting tank should
not exceed 10—15 deg F (5.5 8.5 deg C)
during the mold-heating cycle.

In this heating system, heat is transferred
by conduction rather than convection. Hot-

Mold holder

liquid spraying, therefore, normally heats the
molds faster than hot air. It is generally better
suited for molding pieces with heavy walls
and for the production of more complex
shapes. However, precautions are needed to
avoid part contamination and to insure
uniform distribution of the liquid over the
mold.

The molds usually are rinsed with water to
remove the heating fluid before leaving the
oven. Since unrecoverable heating fluid can
mean the difference between profit and loss
in hot-liquid spray heating, it is essential that
such equipment have a good system to
recover and reuse the heating medium. Several
patents have been issued recently for
improved salts recovery.

Hot-liquid conduction heating also is used
in jacketed molding. In this instance hot oil is
pumped through the hollow double-walled
mold. This system permits fast heating cycles,

Tl
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Figure 3-9. Mechanism of Biaxial Rotation.! (The spindle is turned on the mafor axis while the
molds are rotated on the minor axis. The ratio of the two simultaneous rotations
is determined by the gear, which may be exchangeable, or by two motor drives.)




economical use of heat since only the molds
are heated, and very accurate temperature
control.

35.3 INFRARED HEATING

Infrared heating with either gas-fired or
electrical radiation heaters is wused on
special-purpose and prototype rotational-
molding equipment primarily.

Heating with infrared is very fast and
efficient, but the heat source is limited to
molding simple shapes and single molds.
Multiple or complex-shaped molds cannot be
heated by infrared because the radiant heat
cannot strike all parts of the mold uniformly.
Shielded areas of the mold will not attain as
high a temperature as exposed parts of the
mold surface. Consequently, thin spots will
occur in the wall of the molded item.

35.4 DIRECT GAS FLAME

In addition to the heating methods named
previously, direct gas flame can be used.
However, it is usually troublesome, especially
when a variety of products must be made,
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because heaters must be designed to the shape
of each mold to insure uniform temperatures
around the mold. The same disadvantage
applies to electrical resistance heating and
induction heating.

3-6 MOLD COOLING

Molds are cooled by air, water, and oil.
Spraying with water is the most common
method of cooling the mold. This is done
while the mold is biaxial rotating. Failure to
rotate the mold during cooling will result in
the soft molten polymer sagging to the
bottom of the mold. Well placed, highly
atomized water sprays produce uniform and
rapid cooling. Blowers or compressed-air
nozzles in the cooling chamber also are used.
For critical cooling applications, air and water
can be used intermittently externally on the
mold surface or internally via mold blanketing
(see par. 3-7).

Quick cooling is economically desirable.
However, too rapid cooling can cause part
warpage. Therefore, a combination of air and
water spray for an appropriate cooling cycle is
common.

Rotary
union S ——— .,
\]ln‘i
L J s
N e=AR
7 X Inlet’ Outlet g U
Jedonl| Ly vene 1L Inert
: axis _ ~ gas

Rotary
union

N

Minot axis

Figure 3-10. Diagram of Typical Auxiliary Equipment for Introducing Gas,
Cool Moist Air, or Water into a Rotational Mold!
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In jacketed molds, cooling is accomplished
by replacing hot oil with cool oil in the
hollow mold walls surrounding the cavities.
By proper pumping techniques, instrumenta-
tion valving, and controlled oil temperatures,
accurate cooling cycles can be achieved.

3-7 INTERNAL MOLD BLANKETING

Equipment through which inert gas and
cooling media can be introduced into and
vented from the mold during the heating and
cooling cycles is recommended for rotational
molding. The inert gas and cooling media are
introduced into the mold through hollow
rotating drive shafts, mechanical seals, and a
flexible high-temperature hose inserted in the
mold as shown in Fig. 3-10.

38 ROTATIONAL MOLDING EQUIPMENT
SUPPLIERS

The following are prominent equipment
suppliers:

1. Automated Manufacturing Systems,
Inc., Hickory, N.C. (2)

2. E.B. Blue, Co., S. Norwalk, Conn. (1, 3)

3. Infra-Ray  Div., Solaronics, Inc.,
Cleveland, Ohio (1)

4. McNeil-FEMCO-McNeil Corp.,
Cuyahoga Falls, Ohio (1, 2)

5. Officine Meccaniche Caccia, San
Macario, Italy (1)

6. Roto Mold & Die Co., Cuyahoga Falls,
Chio (2)

7. Rototron Corp., Farmingdale, N.Y. (4)

8. Turner Machinery Ltd., Bramley, Leeds,
England (1)

9. Versatile Plastics, Inc., Akron, Ohio (5)

The following numbers—inclosed in
parentheses after the supplier’s name and
address—indicate the type of equipment
supplied:

(1) Hot-Air Ovens

(2) Jacketed Mold

(3) Molten Salts

(4) Direct Flame

(5) Combustion Chamber
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CHAPTER 4

PROCESSING PARAMETERS

4-1 GENERAL

There are six basic steps associated with the
powder molding of a finished product:

1. The bottom cavities of the unheated
molds are charged with a predetermined
weight of powder desired in the end product.

2. The mold parts are clamped in place on
a spider. When one or both ends of the pieces
are open, heat-insulating covers are used to
close the mold.

3. The charged molds are placed in an
oven, where they are heated while simulta-
neously rotating around two axes in planes at
right angles to each other.

4. The double revolving motion results in
formation of hollow objects in every mold
cavity, the powder being evenly distributed to
form walls of uniform thickness when the
resin fuses, except where heat-insulating
covers are used. Weight and wall thickness of
the molded items can be modified by
increasing the amount of powder initially put
into each lower mold cavity.

5. When all the powder has fused into a
homogeneous layer on the walls of the
cavities, the mold is cooled while still being
rotated.

6. The mold is opened and the molding is
removed. Then the mold is readied for the
next cycle.

These steps are required whether the
machine is an automatic three- or fourspindle
unit or if the machine- is a manual
single-spindle unit. Today’s machines have

automated this process to the point where the
operator simply must load the powder
material into the mold, press the cycle
button, and remove the finished product from
the mold cavity. Tomorrow’s machine will
probably automatically load and unload the
mold, eliminating the operator.

The paragraphs that follow describe the
phenomena which must be considered in
determining the parameters for each of the
processing steps listed.

4-2 RESIN POWDER CHARACTERISTICS

The part quality greatly depends upon the
resin being used. The selection of a resin for
rotational molding involves the consideration
of physical and chemical properties of the
powder resin, and particularly the powder
properties; i.e., size, shape, and uniformity.

4-2.1 POWDER PARTICLE SIZE, SHAPE,
AND DISTRIBUTION

The powder properties of ground resin are
determined by measuring the pourability,
mesh size, particle distribution, and bulk
density. The pourability is an indication of
the fluid-like flowing properties of the
powdered resin within the mold. ASTM
Procedure D1895-69 is used to measure this
property. For example, a value of 185 g/min
or greater generally is considered adequate for
most high-density polyethylene applications'.

Mesh size and particle distribution normal-
ly are determined by screening the powder
through U.S. Standard Sieves. Mesh size is the
minimum U.S. Standard sieve size which will
pass 95 percent or more of the powder.
ASTM Procedure D1921-63 Method A or Bis
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used to determine mesh size.

Table 4-1 shows the opening sizes for a
number of standard sieve series.

TABLE 41
UNITED STATES STANDARD SIEVE SERIES’

MESH SIEVE OPENING SIZE

SIEVE
NO. MICRONS INCHES MILLIMETERS

10 2,000 0.0787 2.00
16 1,190 0.0469 1.19
20 840 0.0331 0.84
35 500 0.0179 0.50
50 297 0.0117 . 0297
60 250 0.0098 0.250
80 177 0.0070 0.177
100 149 0.0059 0.149
200 74 0.0029 0.074

Heat is transferred to a particle through
contact with other particles, the mold surface,
and contact with the surrounding air. Heat
transfer from air convection is poor compared
with contact conduction heat transfer. For a
flat sheet of thickness R, the surface to
volume ratio (a measure of the efficiency by
which heat is transferred through the particle
surface and into the particle interior) is 1/R
for air convection. For a cube of side R, it is
6/R and for a sphere of radius R, it is 3/R.
However, for contact conduction, if only one
portion of the particle is in contact with a
heated surface, the surface to volume ratio
becomes 1/(2 R) for a flat sheet, 1/R for a
cube and zero for a sphere. Thus, the more
spherical a particle becomes, the smaller the
area for contact heat transfer. Therefore, the
rate at which powder melts is a function of
the shape of the powder®.

Heat transfer should improve with de-
creasing particle size. The smaller the
characteristic dimension R, the larger the
surface to volume ratio and the more efficient
the contact heat transfer becomes. Therefore,
powder of 35 mesh generally is used in

4-2

rotational molding rather than extruder grade
pellets or granules.

There are limitations on lower powder
particle size. Finer powders present molding
problems and increase grinding costs substan-
tially. Grinding of some powders to 100-140
mesh leads to excessive shearing and heating
of the polymer. This results in losses in
material strength and produces undesirable
product characteristics such as discoloration.
Also, tumbling of very fine powders within a
mold will build up high static charges that aid
in agglomerating the powders. This leads to
uneven melting and nonuniformity of part
wall thickness. Surface adsorption of moisture
also is enhanced which can cause powder
agglomeration and part defects.

However, some fines should be included in
rotocasting powders. Occlusion (or pore)
density in part surfaces is strongly affected by
fines concentration. Further, fines aid powder
flow during mixing and tumbling apparently
by lubricating the larger particles and
smoothing flow.

The proper proportion of fines to coarse
powders has not been established for ail
plastics. Table 4-2 gives particle size distribu-
tions for several commercially available
plastics. These were determined by roto-
tapping the plastics up to 8 hr on a multiple
sieve shaker table and then weighing the
amount of powder retained on each sieve.
Certainly the most important criterion on
particle size distribution is whether a useful
article can be made using commercially
available particle size distribution. Since this
is the case, it must be concluded that the 35
mesh grind presently offered by custom
grinders and resin suppliers is satisfactory.

The shape of the particles plays an
important role not only in heat transfer but in
the flow of the powder during rotation. The
flow behavior of very flat particles, such as
flake or cubes, is difficult to predict. This is
due to the alternate slipping and sticking of
the material on the rotating surface. There-
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POWDER PARTICLE SIZE DISTRIBUTIONS®

—30TO -50TO -70TO
MESH +50 MESH

+70 MESH  +100 MESH —100 MESH

+30
MATERIAL GRINDER
Rexene 324C8 Wedco, Inc., 0.0
polystyrene nominal —35 mesh
Rexene 324C8 Wedco, Inc., 0.0
polystyrene nominal —80 mesh
Cosden high No grind, ' 0.2
impact polystyrene bead precipitated
US| Chemicals none, as 0.5
Microthene LDPE received

Reprinted by permission of SPE.

60.2 22,7 11.0 6.1

0.0 01 75.3 246
82.2 10.9 5.6 1.1
426 224 18.6 15.9

* A minus sign preceding a mesh size means all powder passes through the screen; a plus sign, all powder retained on the screen.

fore, trial and error experimentation is
required to determine flow patterns and cycle
times.

Cylindrical particles with large aspect ratios
(L/D ratios) pose molding problems of a
different type. Powders that have been
ground but not polished or tumbled for some
time against an abrasive surface usually have
tails on the order of 10 u in diameter and 500
to 1,000 u long. These tails are attributed to
partial melting of the material during grinding
and likened to cylinders with large aspect
ratios. Parts produced with unpolished pow-
der are usually more difficult to mold and are
mechanically inferior to parts made with
polished powder. This is attributed to particle
entanglements, air entrainment, and occlusion
owing to the coiling of these tails. Some
shapes of rotational grade materials are shown
schematically in Fig. 4-1.

From a heat transfer and fluid flow
processing viewpoint, the most desirable
particle size is between 35 and 75 mesh and
the most desirable particle shape is cubic with
very generously rounded corners. Fines
should be included to aid both heat transfer
and powder flow. Tails should be removed to
prevent detrimental part properties.

4-2.2 POWDER THERMAL DIFFUSIVITY

Another powder characteristic is thermal
diffusivity, defined as the thermal conductivi-
ty divided by the product of the density and
the specific heat. This physical property is
strongly dependent upon the density of the
powder. Unfortunately, it is not normally
tabulated in the literature. Since the rate of
heat transfer to the powder is directly
proportional to the square root of the thermal
diffusivity, it is necessary to obtain values
that can be used with confidence. Methods
for calculating thermal diffusivity derived by
Rao and Throne are given in par. 4-6.3.

4-2.3 POWDER VISCOSITY

The predominant force causing polymer
melt flow within the mold is gravity. This
force leads to very low shear stresses. While
some data on flow in the low-shear or
near-Newtonian spectrum of shear rates are
available in the technical literature, most resin
manufacturers do not provide this informa-
tion.

Since this system is thermally transient, the

temperature dependency of the viscosity of
the materials is required. Fortunately, these
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Reprinted by permission of SPE.
Figure 4-1. Powder Particle Shapes®

data are more readily available than zero shear
viscosity data. However, small material
changes such as the addition of internal
lubricants can drastically affect both values
and these effects are rarely reported by the
resin manufacturers.

4-2.4 POWDER MELT TEMPERATURE

The melting temperatures of many com-
mercially available polymers are available
from the resin suppliers. However, in
rotational molding, the melting temperature is
not as important as the temperature when the
polymer becomes sticky or tacky. This is the
temperature where the powder releases from
the mold or melt surface, to fall back in the
mixing step during rotation. The efficiency
and cleanness of release depend upon the
tackiness of the melt. If Jarge amounts of
powder stick to the melt, the time of final
melting and rate of melting would be
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incorrect unless the temperature at which the
material becomes tacky were used. This
temperature (designated as T,,) usually is
unknown and must be determined by
trial-and-error.

The values for the amount of energy
required to melt a polymer are from zero for
amorphous materials such as polystyrenes to
approximately 80 Btu/lb for Hercules Hi-Fax
1400 polyethylene and 120 Btu/lb for du
Pont’s Zytel 101 NCLO nylon®. In general,
except for the highly crystalline materials
such as high-density polyethylene or Teflon®,
the melting temperature range of any plastic
is broad; and, hence, the additional energy
requirements can be included as an exception-
al temperature-dependent specific heat. This
assumption clearly simplifies computation
and energy balances, since it is not necessary
to account for latent heat changes at the
interface between liquid and solid. (See Ref. 4




for comments regarding crystalline materi-
als.)?

4-25 PIGMENTATION

Color compounding and dry blending are
the basic coloring techniques wused for
rotational molding. Since there is no working
of the melt during molding, compounded
color concentrates are not recommended.

4-2.5.1 Color Compounds

Color compounded powders are prepared
by hot compounding the color in the resin
and then pelletizing. The colored pellets are
then ground to powder. Color compounded
powders have the best pigment dispersion and
retention of the base resin physical properties.
They also allow the use of brighter more
opaque colors since greater pigment loading is
possible, without loss of physical properties,
than with dry blends.

4-25.2 Dry Blend Coloring

Dry blend coloring is satisfactory for many
applications. Good pigment dispersion in the
powder is necessary for good appearance and
for the development of the optimum physical
properties. Intensive mixers (Henschel or
Cowles) are preferred because of their speed,
ability to disperse pigments evenly, and
elimination of pigment agglomerates. Low
intensity mixing techniques such as ribbon
blenders, double cone blenders, or drum
tumblers may be satisfactory if proper
techniques are used.

Dry blending techniques are very impor-
tant. To retain optimum impact strength,
pigment loadings should be kept as low as
possible. For example, they should be below
0.5 percent for high-density polyethylene
(HDPE), and even at these loadings some
pigments drastically affect impact strength’.
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4.3 MOLD CHARGING

Molds may be filled manually or auto-
matically. Manual filling is advantageous when
filling different colored items simultaneously
in a multiple-cavity mold. For long runs,
automatic mold-filling equipment is helpful.
Since bulk density, measured in 1b/ft3, of
powdered resin can vary permitting differ-
ences in wall thickness, the powder charge
should be based on a weight measurement.

44 CLAMPING

Many types of clamping devices are used.
Where individual molds are mounted without
a spider, C-clamps or vise grips are sometimes
clamped on the parting line flange. Usually
molds are mounted on a steel spider and held
together with a group of bolts or adjustable
overcenter clamps. If motorized impact
wrenches are used with the bolt technique,
either method could be satisfactory for
production. (See par. 2-3.5.)

4-5 MOLD ROTATION

The uniform continuous deposit of pow-
dered resin on the interior surface of the mold
is achieved by rotating the mold in two
directions (perpendicular axes of rotation)
simultaneously while it is being heated. The
rotational molding spindle provides this type
of movement. This allows various ratios of
major to minor axis rotation in addition to
speeds of rotation, both of which are
important in obtaining uniform deposit of
powder.

Most rotational molds are placed on the
rotating spider so that no portion of the mold
is directly over the centerline of the major
axis. This is because, regardless of the minor
axis rate of rotation, the minor radial
acceleration at the polar center is zero. Thus
powder in this region is affected only by
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major axis rotation. At the outer edge of the
mold fixture, this radial acceleration —
determined by the rate of rotation of the
minor arm —is at a maximum. Likewise,
major speeds at the outer rim are not much
greater than those at the polar center in
relatively flat configurations. Thus, the local
ratio of minor to major radial accelerations
may vary from zero at the polar center to
values in excess of unity at the outer rim of
the molds. Therefore, the shape of the mold,
size, number of molds per spindle, and
distance from the two axes combine to
influence the speed and ratio of rotation
needed for each operation. Generally speeds
are below 20 rpm.

Regular shaped parts with their longest
dimension mounted parallel to the major axis
will use a ratio in which the major axis speed
is greater than the minor. A common ratio is
3.75 to 1. If the longest dimension of an item
such as a wastebasket is mounted perpendicu-
lar to the major axis, an inverse ratio generally
is needed. A typical example would be 1 to
3.75. The proper rotation for a given mold
set-up is found by making a few experimental
runs to observe the results of various speeds
and ratios.

Table 4-3 gives some suggested rotational
ratios and typical axial speeds for various
shapes as determined by molding experience.

Fig. 4-3 illustrates the effect of speed on
oven cycle time at an oven set temperature of
750° for a polymer melt system of 200°F.

It is observed that the faster the speed, the
shorter the contact time and the thinner the
penetration layer. However, the faster speed
results in more rapid mixing. Therefore, high
rpm and high set point temperatures are
desirable for short operating cycles.

4-6 HEATING CYCLE
TIMES}

(OVEN CYCLE

The total heating cycle (OCT) consists of
four parts:

4-6

TABLE 4-3

ROTATION RATIO FOR TYPICAL SHAPES
(from McNeil Akron Corp.)

TYPICAL
SPEED,
rpm
MAJOR MINOR
RATIO SHAPES AXIS AXIS
8to1 Oblongs {horiz. 8 9
mounted) straight
tubes
5to1 Some defroster ducts 5 6
4.5 1o 1 Balls or globes 8 9,76
3.3to 1 Any shape showing 10 12.25
over-lapping lines of 12 145
rotation at
4to1
4t01 Cubes, balls, odd 8 10
shapes
Rectangular boxes, 10 125
horses with bent legs
2101 Rings, tires, balls 6 9
Any rectangle which 8 12
shows two or more
thin sides when run
at4to1
Picture frames, 10 15
Manikins, Round flat
shapes
Horses with straight 12 18
legs
Auto crash pads
{vert. mounted)
1to2 Parts which should 5 15
run at 2to 1 butshow 7 21
thin side walls
1103 Flat rectangles (gas 4 15
tanks, suitcases, tote 6 225
bin covers) 9.5 36
1to4 Tires, curved air ducts 4 20
Pipe angles, fiat 5 25
rectangles
Balls whose sides 6 30
are thinat4to 1
ratio, vertical mounted
cylinders
1t05 Vertical mounted 4 24

cylinders
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Reprinted by permission of SPE.
Figure 4-2. Effect of rpm on Melting Rate for T, = 750°F, Ty, = 200° F?

1. Time required to heat the mold

2. Time required to heat all the powder to
the melting temperature

3. Time required to sinter the material into
the three-dimensional network

4. Time required to densify the material
into a nonporous, bubble-free homogeneous
cross section.

These functions are dependent on the
variables described in the paragraphs that
follow.

4-6.1 HEAT MEDIUM, VELOCITY, AND
OVEN SET TEMPERATURE

4-6.1.1 Heat Medium

Classical heat transfer considerations state
that heating by liquid to solid convection is a
considerably faster technique than gas to solid
convection. The heat transfer coefficient for
hot oil is about 50 times greater than that for
air; condensing steam 1000 times greater than
that for air.

If one assumes that all variables are set to

the same value on a molten salt heat machine
and a forced hot air machine, the OCT ratio
(air to salt) would fall in a range from 25:1
(for the best possible salt heat vs the poorest
hot air heat) down to 3.3:1 (for the best
possible hot air heat vs the poorest salt
heat)®.

4-6.1.2 Heat Medium Velocity

Also there are situations in which two
different salt heat machines have OCT ratios
as great as 2.5:1 with all controls set to the
same value. This is a function of the velocity
of the salt over the mold surface. This might
also occur within a group of molds on a
“‘spider”.

Ratios up to 3:1 have been found among
forced hot air machines with all variables set
to the same values because air velocity is not
controlled in a standard fashion. For example,
by doubling the air rate in laboratory
machines OCT were decreased by 24 percent
at 400°F and by 37 percent at 600°F%<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>